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36 CFR Ch. XI (7–1–03 Edition)§ 1194.23 

Checkpoints of the Web Content Accessi-
bility Guidelines 1.0 (WCAG 1.0) (May 5, 1999) 
published by the Web Accessibility Initiative 
of the World Wide Web Consortium:

Section 1194.22
paragraph 

WCAG 1.0 
checkpoint 

(a) ...................................................................... 1.1 
(b) ...................................................................... 1.4 
(c) ....................................................................... 2.1 
(d) ...................................................................... 6.1 
(e) ...................................................................... 1.2 
(f) ....................................................................... 9.1 
(g) ...................................................................... 5.1 
(h) ...................................................................... 5.2 
(i) ........................................................................ 12.1 
(j) ........................................................................ 7.1 
(k) ....................................................................... 11.4

2. Paragraphs (l), (m), (n), (o), and (p) of 
this section are different from WCAG 1.0. 
Web pages that conform to WCAG 1.0, level A 
(i.e., all priority 1 checkpoints) must also 
meet paragraphs (l), (m), (n), (o), and (p) of 
this section to comply with this section. 
WCAG 1.0 is available at http://www.w3.org/
TR/1999/WAI-WEBCONTENT-19990505.

§ 1194.23 Telecommunications prod-
ucts. 

(a) Telecommunications products or 
systems which provide a function al-
lowing voice communication and which 
do not themselves provide a TTY 
functionality shall provide a standard 
non-acoustic connection point for 
TTYs. Microphones shall be capable of 
being turned on and off to allow the 
user to intermix speech with TTY use. 

(b) Telecommunications products 
which include voice communication 
functionality shall support all com-
monly used cross-manufacturer non-
proprietary standard TTY signal proto-
cols. 

(c) Voice mail, auto-attendant, and 
interactive voice response tele-
communications systems shall be usa-
ble by TTY users with their TTYs. 

(d) Voice mail, messaging, auto-at-
tendant, and interactive voice response 
telecommunications systems that re-
quire a response from a user within a 
time interval, shall give an alert when 
the time interval is about to run out, 
and shall provide sufficient time for 
the user to indicate more time is re-
quired. 

(e) Where provided, caller identifica-
tion and similar telecommunications 
functions shall also be available for 
users of TTYs, and for users who can-
not see displays. 

(f) For transmitted voice signals, 
telecommunications products shall 
provide a gain adjustable up to a min-
imum of 20 dB. For incremental volume 
control, at least one intermediate step 
of 12 dB of gain shall be provided. 

(g) If the telecommunications prod-
uct allows a user to adjust the receive 
volume, a function shall be provided to 
automatically reset the volume to the 
default level after every use. 

(h) Where a telecommunications 
product delivers output by an audio 
transducer which is normally held up 
to the ear, a means for effective mag-
netic wireless coupling to hearing tech-
nologies shall be provided. 

(i) Interference to hearing tech-
nologies (including hearing aids, coch-
lear implants, and assistive listening 
devices) shall be reduced to the lowest 
possible level that allows a user of 
hearing technologies to utilize the 
telecommunications product. 

(j) Products that transmit or conduct 
information or communication, shall 
pass through cross-manufacturer, non-
proprietary, industry-standard codes, 
translation protocols, formats or other 
information necessary to provide the 
information or communication in a us-
able format. Technologies which use 
encoding, signal compression, format 
transformation, or similar techniques 
shall not remove information needed 
for access or shall restore it upon deliv-
ery. 

(k) Products which have mechani-
cally operated controls or keys, shall 
comply with the following: 

(1) Controls and keys shall be 
tactilely discernible without acti-
vating the controls or keys. 

(2) Controls and keys shall be oper-
able with one hand and shall not re-
quire tight grasping, pinching, or 
twisting of the wrist. The force re-
quired to activate controls and keys 
shall be 5 lbs. (22.2 N) maximum. 

(3) If key repeat is supported, the 
delay before repeat shall be adjustable 
to at least 2 seconds. Key repeat rate 
shall be adjustable to 2 seconds per 
character. 

(4) The status of all locking or toggle 
controls or keys shall be visually dis-
cernible, and discernible either through 
touch or sound.
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